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Inspection of Quick Fasteners on Control System 

 
 
 

MANDATORY 
 
 
 

Symbols: 

Please pay attention to the following symbols throughout this document emphasizing particular information. 

 

 ▲ WARNING: Identifies an instruction, which if not followed, may cause serious injury or even death. 

 █ CAUTION: Denotes an instruction which if not followed, may severely damage the aircraft or 
could lead to suspension of warranty.  

 ♦ NOTE: Information useful for better handling.  

 

 

1. General 

Issued by: Remos Aircraft GmbH Franzfelde 31 D-17309 Pasewalk  
 Web: www.remos.com - Telephone: +49-3973-225519-0 

Release date: March 25
th
, 2009 

Date of effect: immediately 

Compliance: Prior to next flight, if preceding SD-004 has not been implemented. If the aircraft 
complies with SD-004, implement this SD-005 at next scheduled maintenance.  

Release Number: SD-005-quick-fasteners 

Superseded notice: SD-004-quick-fasteners 
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Models affected: G-3, G-3/600, GX 

Affected S/N: all 

Reason: A fatal accident occurred with a REMOS GX. A possible reason for the accident is that 
one quick connector of the aileron control system was not re-connected after the 
wings had been unfolded prior to the fatal flight. 

Subject: 1. Inspection of quick connectors on aileron and elevator control system. Check for 
proper connection, interlocking and securing of connector.  

  2. Update of Pilot Operating Handbook 

  3. Addition of warning placards 

Time req’d. for compliance: Inspection, POH update and applying stickers ca. 5min. ea. 

 

 

2. Material Information 

Tools needed: Standard Tools 

Parts needed: No specific parts needed; this document includes all required placards and POH 
supplements. 

 

 

3. Compliance 

Level of maintenance: low 

Certification required: A&P Mechanic, LSA Repairman, pilot in command 

 

 

▲ WARNING: If the quick-connectors are not properly connected and locked/secured, loss of control 

may occur. Safe operation and positive control of the aircraft is not ensured. 

 

♦   NOTE: Please contact your Remos Service Center in case of doubt. 
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1a. INSTRUCTIONS: When having rigged the wings after folding proceed though following instructions: 

 

 1. Identify the quick connector of the left aileron control system under the cabin 
roof of the aircraft on the port side, see figure 1a and 1b. 

 2. Push the securing pin and shift the red locking sleeve back, so that the 
connector hook is completely free. See figures 2a and 2b. 

 3. Hook the connecting devices into each other. See figure 3. 

 4. Shift the red locking sleeve over the connector hooks, so that the spring loaded 
securing pin locks into the red sleeve with a distinct click. See figure 4. 

 5. Ensure that the securing pin is fully engaged and in correct securing position. 
The spring loaded securing pin must not be left in any intermediate position as 
loss of control may occur, see figure 5a and 5b. 

 6. Identify the quick connector of the right aileron control system under the cabin 
roof of the aircraft on the starboard side, see figure 1. Proceed through the 
check routine described above 

 7. If elevator was removed and re-attached: Identify the quick-connector of the 
elevator control on the rear end of the fuselage, see figure 6. Proceed through 
the check routine described above. If no tow hook is installed, mount the tail 
cone.  

 8. Check aircraft according to pre-flight checklist in the POH. 

 9. Log the correct connection of the quick release in the aircraft’s logbook with the 
following wording:   

Aircraft rigged, all quick releases properly connected 

 

▲ WARNING: This routine must be followed every time when rigging the aircraft after having folded 

the wings. 

▲ WARNING: If the quick-connectors are not properly connected and locked a loss of control may 

occur. Safe operation and positive control of the aircraft is not ensured. 
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1b. INSTRUCTIONS: Each time the aircraft is pre-flight-checked without having rigged the aircraft, proceed 
though following instruction: 

 

 1. Identify the quick connector of the left aileron control system under the roof of 
the aircraft on the port side, see figure 1. 

 2. Be sure the securing pin is fully engaged and in correct securing position. The 
spring loaded securing pin must not be left in any intermediate position as loss 
of control may occur, see figure 5a and 5b. 

 3. Identify the quick connector of the right aileron control system under the roof of 
the aircraft on the starboard side, see figure 1. Proceed through the check 
routine described above 

 4. Identify the quick-connector of the elevator control on the rear end of the 
fuselage, see figure 6. Proceed through the check routine described above.  

5. Check aircraft according to pre-flight checklist in the POH. 

 

▲ WARNING: This routine must be following every time the aircraft is pre-flight-checked 

▲ WARNING: If the quick-connectors are not properly connected and locked a loss of control may 

occur. Safe operation and positive control of the aircraft is not ensured. 
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2a. INSTRUCTIONS: If you are an owner of a REMOS GX, cut the following text from a color print-out of 
this AD and paste it into the POH using household paper glue.  
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2b. INSTRUCTIONS: If you are an owner of a REMOS G3/600, cut the following text from a color print-out 
of this AD and make an appendix to your POH of it.  
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3. Instructions: Pick the placards from the attached placard-sheet and stick them onto the aircraft on 
locations described further on. Before applying the placards clean the surface of the 
aircraft with a mild, solvent-free cleaner. 

Nr. 46 

 

above flight instruments 

Nr. 76 

 

inside the cabin, right of the 
opening in the fuselage for 
carry through of the aileron 
quick fastener of the left 
aileron pushrod 

Nr. 77 

 

inside the cabin, left of the 
opening in the fuselage for 
carry through of the aileron 
quick fastener of the right 
aileron pushrod 

Nr. 78 

 

instead of original placard 
stating „aerobatics, IMC-
flights, spins – prohibited!“ 

Nr. 79 

 

in the middle of the aileron 
pushrod underneath the cabin 
roof 

Nr. 80 

 

outside the fuselage left of 
opening in the fuselage for 
carry through of the aileron 
quick fastener of the left 
aileron pushrod, accessible 
when having the wings folded 
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Nr. 81 

 

outside the fuselage right of 
opening in the fuselage for 
carry through of the aileron 
quick fastener of the right 
aileron pushrod, accessible 
when having the wings folded 

Nr. 82 

 

on the top surface in the 
middle of the fixed part of the 
stabilizer, in the region of the 
quick connector underneath 
the tail cone 

Nr. 85 

 

on the top surface in the 
middle of the moving part of 
the stabilizer 

 

 

 

 

 REMOS wishes you safe and fun flights! 

 Always check your aircraft before you fly! 
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Figure 1a – port aileron quick-fastener, not connected and secured 

 

 

Figure 1b – starboard aileron quick-fastener, not connected and secured 
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Figure 2a – release quick- fastener 

 

 

Figure 2b – opened quick- fastener 

1. press 
2. slide 
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Figure 3 – hooking together of connecting devices 

 

 

Figure 4 – locking of quick-fastener 

1. slide 
2. click 

1. 

2. 
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Figure 5a – secured quick-fastener, correct position of securing pin 

 

 

Figure 5b – insecure quick-fastener, wrong position of securing pin 
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Figure 6 – elevator quick-fastener 

screws for tail cone 

Tail cone 

quick-fastener for 
elevator control 


